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NIPPON PAINT UNIVERSAL BODY FILLER V2 
 

 
Description 
 
 
Recommended 
Uses       

: NIPPON PAINT UNIVERSAL BODY FILLER V2 is a BPO cured polyester 

body filler formulated to fill surface imperfections which cures at ambient room 
temperature. 
 
 : This is high performance putty and use for surface of uneven steel and   
sharp edged steel part. It gives good adhesion, easy wet and dry sandability, 
and fine homogenous structure putty knife workability. 

           
Composition      
Pigments 
Binder 
  
Physical Data 
Specific Gravity 
Viscosity 
Penetrometer 
(1/10mm) 
 

:  
: Mainly inorganic minerals and Titanium Dioxide 
: Unsaturated polyester resin 
 
: 
: 1.41-1.51Kg/L 
: 410-415 @ 30° 

 

 
Technical Data 
 

Mixing Ratio 
Base: Hardener 
Play time 
 
 
Drying Time 

 
:100: 2 parts (by weight) 
: 3.5 mins-6 mins @30°C, after mixing base with hardener 
(will vary depending on temperature and quantity of 
hardener) 

Touch Dry             : 5 - 10 minutes            
Sandable Dry : 15-20 minutes 

 
 

 
Application Method 
 

• Surface to be applied should be free from dust, grease & oil. 

• Using a putty knife, apply mixed putty and hardener to the surface. Do not apply thick 
film at a time for good adhesion on the substrate. 

 
Precaution: 
Use only NIPPON PAINT UNIVERSAL BODY FILLER HARDENER for mixing with NIPPON PAINT 
UNIVESAL BODY FILLER V2. Using others hardeners may cause poor drying time and quality 
problems.   



 
 

 

 
Safety and Health Information 
The Paint is a toxic material that causes irritation of the respiratory tract. Care should be 
taken according to the following recommendations: 

1. The working area must have good air ventilation and good firefighting system. 
2. During working, wear suitable personal protective equipment such as organic gas 

protective gloves, safety shoes and protective clothing. 
3. In case of skin or eyes contact with paint and thinner, rinse carefully and thoroughly 

with plenty of water. 
4. Container must be tightly closed and keep in cool and well ventilated place. 
5. Keep away from flame, spark and children. 

 
 
Packing Size : 1Kg and 4Kg 
 
  
The properties mentioned above are tested on good quality pre-treated substrate and are subject to change according to the 
shade/colour of the material without any prior notice. The technical information and the suggestions for use are based on laboratory 
test results and practical experience. We urge that users of our materials conduct confirmatory tests to determine final suitability for 
their specific end uses.  
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