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NP 2K SPECIAL EFFECT COLOUR                                                         Updated March’24 

 

A thermoplastic modified colour paste system designed to create new special colour 
effects. Provides easy application and fast drying. NP 2K Special Colour can be coated as 
monocoat or with NP clear series to secure complete system performance and appear 
matte or gloss finish respectively. 
 

Product Features: 
• Fast drying 

• Easy to spray application 

Paint Type Product Type Recommended Substrate Pack Size 
Solvent based Automotive ABS Plastic  100mL 

Mixing Ratio (Gloss Finish) 
NP 2K SC Paste : 1 part  
NP UB100 Binder : 9 parts 
NP 507 Thinner : 8 - 10 Part 

Mixing Ratio (Matte Finish) 

NP 2K SC Paste : 1 part 
NP CF Binder : 9 parts 
NP 2K Monocoat HDR : 1 part 
NP 507 Thinner : 8 – 10 parts 

Technical Data 
Drying Time @30 °C 
Surface Dry 
Dry to Recoat 
Dry Film Thickness  

 
: 5-10 minutes 
: 10-15 minutes 
: 15-25 µm 

No. of Coats 
Flash Off Between Coat 

: 3-4 coats 
: 5-10 minutes 

Theoretical Coverage 
 
Shelf Life 
 
 
 
 

: 9-10 m2 per litre per coat (Actual coverage is dependent on substrate condition, 
application method, application condition and finishing appearance)  

:  
NP 2K Special Colour 1 year 
NP 507 Thinner 2 years 

       Minimum storage temperature: 5°C (41°F), Maximum storage temperature: 32°C 
(95°F) 

 

Application Method 
Spraying 
 
 
 
Viscosity @ 30oC     

:  Spray-gun type                  Nozzle size                      Application pressure      
     LVLP Gravity                      1.3-1.4 mm            1.7-2.2 bar at the spray gun air 

inlet               
     HVLP Gravity                     1.3-1.4 mm            (HVLP: max 0.6-0.7 bar at the air 

cap) 
 
: 14-16 sec (Ford#4 Cup) 
  10-12 sec (Iwata NK#2 Cup)  
 

Surface Preparation 

   

Wipe with wiping thinner to remove any dust and dirt  
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Safety Precautions 

• Keep container tightly closed and keep out of reach children or away from food and drink. 

• Ensure good Ventilation during application and drying. 

• When applying paint, it is advisable to wear eye protection. 

• In case of contact with eye, rinse with plenty of water immediately and seek medical advice. 

• Remove splashes from skin by using soap or water. 

• Paint must always be stored in a cool place. 

• When transporting paint, care must be taken. Always keep container in a secure upright position. 

• Dispose of any paint waste in accordance with the appropriate Environment Quality Regulations. 

     

 
 

  

 


