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BINTANG AUTOMOTIVE REFINISH is a high quality synthetic enamel suitable for
respray of metal surfaces, light industrial vehicles, automobile and touch-up of
original paint work.

Ideal for use over all types of automotive paints which are in good condition or over
standard undercoating system. It can also be applied directly onto bare ferrous or
non-ferrous surfaces, which are appropriately pretreated.

Paint Type

Product Type

Recommended Substrate Pack Size

Solvent based

Automotive Steel / galvanized steel

1Litre, 5 Litres

Technical Data

Colour

Texture

Build

Durability

Drying Time at 25°C-30°C
Touch Dry

Hard Dry

Recoating Time

Dry Film Thickness
No. of Coats
Theoretical Coverage

:A wide range of colours is available as shown in the colour card. Special colours on
request.

:High gloss

:Excellent

:Excellent under tropical condition

:30 minutes

:4-8 hours

(It is advisable to leave the metal surface after application of the Nippon
Automotive Refinish before putting into service.)

:10-15 minutes flash off between coats

:35-45 um

: 2-3 coats

: 9-10m?/liter

(This is an average based on application by spraying and for dry film thickness of 40
microns. Actual value may vary depending on colour and spraying conditions.)

Application Method

Application method
Spray Pressure
Recommended Thinner
Thinner Ratio

:By compressed air spray

:3-5 kg/cm?

:NAR 2000 Thinner

:Approximately 5 parts of paint to 1 part of thinner by volume

Surface Preparation

Substrate surface deformation e.g. dented areas or welding marks have to be repaired. Apply Nippon Polyester Putty (for
deep indentation) followed by Nippon NC Putty (for shallow indentation) to smoothen the repair areas.

If the existing paint film is still in good condition (without defects such as poor adhesion, chalking, cracking or blistering),
sand with # 800 to # 1000 sandpaper until it is smooth.

If the existing paint film have defects such as chalking, blistering, cracking or peeling, these defects have to be removed
and then recoated with Nippon Primer Grey 737 prior to application of Nippon Automotive Refinish.

Surface to be coated must always be dry and free from oil, grease and other contaminants before application of
subsequent coats to avoid the occurrence of film defects.
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Note:
i) For dark colours it is advisalbe to spot touch up with Bintang Automotive Refinish on puttied areas prior to application
of 2 coats Bintang Automotive Refinish of the same colour to ensure uniformity of gloss.

ii) For vehicles stripped to bare metal, a thin coat (10-15 p) of Nippon Etching Primer 120 is recommended, followed by 1
coat of Nippon Primer Grey 737 and then 2 to 3 coats Bintang Automotive Refinish.

Safety Precautions

e Keep container tightly closed and keep out of reach children or away from food and drink.

e Ensure good Ventilation during application and drying.

e When applying paint, it is advisable to wear eye protection.

e In case of contact with eye, rinse with plenty of water immediately and seek medical advice.

e Remove splashes from skin by using soap or water.

e Paint must always be stored in a cool place.

e When transporting paint, care must be taken. Always keep container in a secure upright position.
e Dispose off any paint waste in accordance with the appropriate Environment Quality Regulations.




